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Aluminium-clad Steel Stranded Conductors for Electrified Railway
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The product is used for contact net of electrified railway,the rated voltage of the single phase is AC 25k V.
1. F&@ITHRE Product Standard:

TB/T 2938-1998
2. FEiafE#[E Product structure sketch map:
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3. FFHBYS Product Type:
LBGJ
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Construction, Mechanical and Electric Performance
F15 Type LBGJ70(19) | LBGJ90(19) | LBGJ50(7) LBGJ70(7) LBGI90(7)
po» pray——
LHRAIELE  (mm) 19/2.05 19/2.41 7/2.89 7/3.45 7/3.97
Construction. wire number/diameter
4% External diameter (mm) 10.25 12.05 8.67 10.35 11.91
# Aluminium 15.96 22.80 11.83 16.94 22.75
TS
Counting ection 4N Steel 46.74 64.03 34.09 48.51 63.91
(mm?)
Bt Total 62.70 86.83 45.92 65.45 86.66
AR E AWl
Counting fracture force  (kN) 75.62 104.72 55.38 77.17 94.37
20°C E.i HfH
a20°C D.C.resistance  (©/kn) 1.393 1.006 1.893 1.326 1.003
SE R
Nominal weight  (ke/km) 419.06 597.16 305.6 435.54 576.73




